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Before Using Your Flashlight: 
Please read all instructions and cautionary 

markings on the package and light 

Important Notice 
This datasheet contains information specific to products 

manufactured at the time of its publication 
Contents herein do not constitute a claim or warranty 

©Energizer / All Rights Reserved  

Form No. EBC 9140EUB 

Tested according to ANSI/NEMA FL 1 Standards. 

+44 (0) 208 920 2306 

EVEREADY® GOLD™ 
Energizer® MAX® 

• Meets IEC 60529 IPX4 
standards 

• Continues to operate 
after exposure to 
splashing water from all 
directions 

BRIGHT 

DURABLE 

WEATHERPROOF 

ECONOMICAL 

Hard Case Pro Rechargeable LED Spotlight  

639619 
The Toughest Flashlight You’ll Ever Need.  
The new Energizer® Hard Case 
Professional® LED Spotlight delivers 
improved brightness and durability for Do-
It-Yourself and Professional work needs.  
The spotlight’s dual beam settings 
(high/low) enable a balance of light output 
and runtime based user preferences.  

• LED provides 500 
lumens of light on high, 
150 on low. 

• LED bulb provides bright 
white light for tough 
jobs 

 

 

 
• Useable light for 15 

hours on Low, 6 on High 
with Energizer® MAX 
batteries. 

• LED never needs 
replacing 

 

 

• Meets IEC 60529 IPX4 
standards 

• Continues to operate 
after exposure to 
splashing water from all 
directions 

 

• Survives a 7-meter drop 

 

EMEA Region 

EMEA Region 

  Product Detail:

Designation: Energizer

Hard Case Pro Rechargeable LED Spotlight 

SAP: 639619

Colour: Black and Orange

Power Source: Four "AA" Alkaline or NiMH

IEC: LR6, 1.2H2

Lamp: High Output White LED

Lamp Life (hr): Lifetime

Lamp Output (lumens): 500

Beam Distance (m): 425

Peak Beam Intensity (cd): 47,760

Run Time (h:mm): NiMH- High: 2:00, Low: 7:00

Alk.- High: 6:00, Low: 15:00

Typical Weight: 567 grams

without replaceable batteries

 Dimensions (mm): 229 x 63.5 x 127

  Performance:
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