EVEREADY NO. 4453

Designation: Lantern And Area Flashlight
Power Source: Four D Size Batteries
(ANSI/NEDA 13 Series)
Lamp: No. KPR-113 (Rated @ 4.8V, 0.75A)
Flasher Lamp: No. 407 (Rated @ 4.9V, 0.3A)
Rated Lamp Life: 20 Hours for KPR-113
Rated Light Output: 51 Lumens for KPR-113
Weight (without batteries): 347 grams (12.3 oz.)

Dimensions (mm)

<table>
<thead>
<tr>
<th>Millimeters</th>
<th>Inches</th>
</tr>
</thead>
<tbody>
<tr>
<td>104.1</td>
<td>4.098</td>
</tr>
<tr>
<td>203.2</td>
<td>8.000</td>
</tr>
</tbody>
</table>

FEATURES

- High performance switch
- Warning flasher
- 5 way tiltbase angles beam
- Rugged plastic case
- Resists corrosion
**COMPONENTS**

- A. Lens Protector: Acrylo nitrile butadiene styrene
- B. Lens/Reflector Assembly: Polystyrene
- C. Lamp: KPR-113
- D. Lamp Retainer: Polyethylene
- E. Case: Acrylo nitrile butadiene styrene
- F. Battery Holder: Polyethylene
- G. Gasket: Polyethylene
- H. Spring: Copper coated steel wire
- I. Flasher Lamp: No 407
- J. Flasher Lens: Styrene acrylo nitrile
- K. Base Adjuster: Aluminum wire
- L. Base: Acrylo nitrile butadiene styrene

**BATTERY SERVICE**

<table>
<thead>
<tr>
<th>Schedule</th>
<th>Battery Type</th>
<th>CUTOFF VOLTAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>750mA</td>
<td>9E95</td>
<td>0.9V (per battery)</td>
</tr>
<tr>
<td>24 hours / day</td>
<td></td>
<td>hours (ON light time)</td>
</tr>
</tbody>
</table>

**IMPORTANT NOTICE**

This data sheet contains information specific to products manufactured at time of its publication. Please contact your Energizer representative for most current information. Contents herein do not constitute a warranty.