Engineering Data

ENERGLIZER NO. 8215

Dimensions

<table>
<thead>
<tr>
<th>Millimeters</th>
<th>Inches</th>
</tr>
</thead>
<tbody>
<tr>
<td>76.60</td>
<td>3.016</td>
</tr>
<tr>
<td>176.50</td>
<td>6.949</td>
</tr>
</tbody>
</table>

Designation: Outdoor Flashlight
Power Source: Four AA Size Batteries (ANSI/NEDA 15 Series)
Lamp: No. PR-35 (Rated @ 4.6V, 0.35A)
Rated Lamp Life: 15 Hours
Rated Lamp Output: 18.5 Lumens
Weight (w/out batteries): 142 grams (5.0 oz.)

Features

Super Tough, Withstands Rugged Use
Spot to Flood Light Adjustment
Ribbed Non-Slip Grip
360° Area Light Capability
Easy to Carry
Hang od Store with Hanging Strap
Components

A. Lens / Reflector Retainer Acrylo Nitrile Butadiene Styrene
B. Lens K-Resin
C. Reflector Polycarbonate
D. Extension / Illuminator Case Polycarbonate
E. Case Acrylo Nitrile Butadiene Styrene
F. Lamp PR-35
G. Lamp Retainer Stainless Steel
H. Lamp Retainer Polycarbonate
I. Battery Retainer Polystyrene
J. Contact Spring Steel
K. End Case / Switch Assembly Acrylo Nitrile Butadiene Styrene
L. Hanging Strap Nylon

Battery Service

<table>
<thead>
<tr>
<th>Battery Type</th>
<th>Cutoff Voltage</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.9V (per battery)</td>
<td></td>
</tr>
<tr>
<td>hours (ON light time)</td>
<td></td>
</tr>
<tr>
<td>350 mA</td>
<td></td>
</tr>
<tr>
<td>24 hours / day</td>
<td>E91</td>
</tr>
<tr>
<td>5</td>
<td></td>
</tr>
</tbody>
</table>

Important Notice

This data sheet contains information specific to batteries manufactured at time of its publication. Please contact your Energizer representative for most current information. Contents herein do not constitute a warranty.