Important Notice
This datasheet contains information specific to products manufactured at the time of its publication. Contents herein do not constitute a warranty. ©Energizer / All Rights Reserved

Before Using Your Flashlight:
Please read all instructions and cautionary markings on the package and light.

**BRIGHT**
- LED Area Light provides 40 lumens of light
- Krypton Spot Light provides 25 lumens of light

**ECONOMICAL**
- Area Light provides usable light for 200 hours between battery changes using Energizer® MAX® batteries
- LEDs never need replacing

**WATER RESISTANT**
- Meets IEC 60529 IPX4 standards
- Continues to operate after exposure to splashing water from all directions

**BENEFITS**
- Flashing Amber LED hazard light
- Durable shatterproof lens
- Slim profile stores easily
- Discrete switching - modes can be activated alone or in any combination for maximum visibility

**Dimensions (mm):**
- 228 x 116 x 56

**Performance:**

<table>
<thead>
<tr>
<th>Mode</th>
<th>Area</th>
<th>Spot</th>
</tr>
</thead>
<tbody>
<tr>
<td>Light Output (lumens):</td>
<td>40</td>
<td>25</td>
</tr>
<tr>
<td>Run Time (h:min)</td>
<td>200</td>
<td>13</td>
</tr>
<tr>
<td>Beam Distance (m):</td>
<td>n/a</td>
<td>120</td>
</tr>
<tr>
<td>Peak Beam Intensity (cd):</td>
<td>n/a</td>
<td>3700</td>
</tr>
<tr>
<td>Typical Weight:</td>
<td>850</td>
<td></td>
</tr>
<tr>
<td>without batteries</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Spot Mode** tested according to ANSI/NEMA FL 1 Standards. FL1 Standard does not apply to area lights.