Thank You for Choosing
Energizer® Charger

Please read this manual before you use the charger, and save it for reference.

Batteries: Nickel Metal Hydride (NiMH)
Rechargeable batteries
Sizes: AA and AAA
Recommended: Energizer® NiMH Batteries
Model: CHUSB

CHARGING

1. Load batteries into charger.
   - Flip contact down to charge AAA size.

2. Plug in the charger.
   - Plug into USB port.

3. Charge
   Note: If green LED light blinks rapidly, then a bad rechargeable or disposable battery is in the charger.
   - When green LED light stays on continuously, charging is complete.
   - Unplug charger and remove batteries.

CHARGING TIMES

<table>
<thead>
<tr>
<th>Battery Size (NiMH)</th>
<th>Rated Capacity (mAh)</th>
<th>Estimated Charging Time</th>
</tr>
</thead>
<tbody>
<tr>
<td>AA</td>
<td>2500</td>
<td>5 hr</td>
</tr>
<tr>
<td>AA</td>
<td>2000</td>
<td>6 hr</td>
</tr>
<tr>
<td>AA</td>
<td>1700</td>
<td>2.5 hr</td>
</tr>
<tr>
<td>AAA</td>
<td>900</td>
<td>2 hr</td>
</tr>
<tr>
<td>AAA</td>
<td>850</td>
<td>2 hr</td>
</tr>
</tbody>
</table>

Note: Batteries will not be damaged if left in the charger for a longer time.

WARNING

To avoid personal injury and property damage from, but not limited to, the risk of electric shock or fire:

- Charge only Nickel Metal Hydride (NiMH) rechargeable batteries. Charging any other types of batteries may cause them to leak, rupture or explode.
- Do not open battery, dispose of in fire, put in backwards, mix with used or other battery types or short circuit – may ignite, explode, leak or get hot causing injury.
- Use the charger only in dry locations. Keep away from rain, snow or excessive moisture.
- Never plug battery chargers into an extension cord.
- Do not operate the charger if damaged.
- Do not disassemble, modify any part of the charger, or attempt to use the charger as a power source.
- Unplug before attempting maintenance or cleaning.