Engineering Data

EVEREADY NO. D820

Designation: Double Barrel Flashlights

Power Source: Eight "AA" Four in series, two series in parallel (ANSI/NEDA 15A Series)

Lamp: No. T2-4 (Rated @ 4.8V, .65A)

Rated Lamp Life: 20 Hours

Rated Light Output: 60 Lumens

Weight (without batteries): 322.03 grams (11.4 oz.)

Dimensions (mm)

<table>
<thead>
<tr>
<th>Millimeters</th>
<th>Inches</th>
</tr>
</thead>
<tbody>
<tr>
<td>41.9</td>
<td>1.650</td>
</tr>
<tr>
<td>57.7</td>
<td>2.273</td>
</tr>
<tr>
<td>337.8</td>
<td>13.300</td>
</tr>
</tbody>
</table>

FEATURES

- Next generation Halogen Xenon bulb
- High intensity beam
- Toolled from aircraft aluminum
- Weatherproof
- Silent switch

Form No. EPS - 9162
COMPONENTS

A. Lens Ring
B. Lens
C. Reflector
D. Lamp
E. Lamp Retainer/Switch Mechanism
F. Spring
G. Head
H. Case
I. End cap with key ring hole
J. End cap
K. Battery Holder

Polycarbonate / Xenoy
Polycarbonate
Brass plated wire
Polycarbonate / Xenoy
Polycarbonate / Xenoy
Polypropylene

BATTERY SERVICE

<table>
<thead>
<tr>
<th>Battery Type</th>
<th>CUTOFF VOLTAGE</th>
<th>0.9V (per battery)</th>
</tr>
</thead>
<tbody>
<tr>
<td>650mA</td>
<td>hours (ON light time)</td>
<td>24 hours / day</td>
</tr>
<tr>
<td>650mA</td>
<td>4.5</td>
<td></td>
</tr>
</tbody>
</table>

IMPORTANT NOTICE

This data sheet contains information specific to products manufactured at time of its publication. Please contact your Energizer representative for most current information. Contents herein do not constitute a warranty.