Mini Pop-Up Lantern

**ENFPU41E**

**BRIGHT**
- Powerful White LEDs provide 150 lumens of light at highest lumen setting

**ECONOMICAL**
- Light for 100 hours between battery changes at lowest lumen setting (using Energizer MAX® batteries)

**WATER RESISTANT**
- Meets IEC 60529 IPX4 standards
- Continues to operate after exposure to splashing water from all directions

**COMPACT**
- Collapsible for compact storage and transport
- Flexible handle folds down to lock lantern, reducing height to only 4 inches

**BENEFITS**
- 360° area light
- Easy to operate push button switch
- Press and hold to dim light to desired level
- Variable light output delivers up to 150 lumens at highest setting*
- Lowest setting provides up to 100 hours of run time**
- Uses *Light Fusion Technology™*

**Performance:**

**RUN TIME**

<table>
<thead>
<tr>
<th>Mode</th>
<th>Low</th>
<th>High</th>
</tr>
</thead>
<tbody>
<tr>
<td>On Time (hours)</td>
<td>80</td>
<td>40</td>
</tr>
</tbody>
</table>

**Continuous Drain to End of Useable Light (21°C)**

<table>
<thead>
<tr>
<th>Light Output (lumens)</th>
<th>Run Time (h:min)</th>
<th>Typical Weight (g)</th>
<th>Dimensions (mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>150 at highest lumen setting*</td>
<td>100 at lowest lumen setting**</td>
<td>202 without batteries</td>
<td>169 x 57 x 65 - open position</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>104 x 57 x 65 - closed position</td>
</tr>
</tbody>
</table>

*Light output measured from LED at 150 mA rms. Value is only applicable to the LED. Actual device light output may vary.

**Important Notice**
This datasheet contains information specific to products manufactured at the time of its publication.
Contents herein do not constitute a claim or warranty.
©Energizer / All Rights Reserved